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Selecting competent contractors for work at height  
‘Height Aware’ campaign

Information sheet 3

If you need to use contractors to carry out work at height, this information will help you select the most suitable organisation and make sure the work is done safely. Contractors bidding for work will also find it useful.

Health and Safety

Executive

Agree the method of work

The method of work should be in writing, unless the work is low risk and of short duration. The amount of detail included

should reflect the complexity of the work. A good method of work will:

■ be clear and concise;

■ be relevant to the job;

■ identify the potential dangers;

■ specify the method of work and precautions to take to remove or minimise the risk;

■ identify how the work will be supervised and managed.It should include, eg:

■ specification of the type(s) of access equipment to be used, eg powered access, scaffold towers;

■ arrangements for delivering, moving and erecting access equipment safely;

■ how the safety of the access equipment will be checked;

■ what arrangements are needed to ensure the safety of people near the work, eg if segregation from moving vehicles is needed;

■ arrangements for dealing with specified site risks, eg whether electrical isolation is required;

■ local storage arrangements for materials and any waste items; and

■ the sequence the work should be carried out in, especially if it is not obvious.

The level of supervision a contractor ought to provide will depend on the degree of risk involved in the work and on

the level of confidence in the workforce’s performance. For example, an experienced team of employees carrying out

work which is routine for them will need less supervision than workers who are less experienced or carrying out

unfamiliar tasks.

Monitor the work

All contractors need to be monitored by you to make sure the agreed arrangements and precautions are carried out.

The level of monitoring needed will depend on the risk level of the work and the extent to which the work may endanger

your employees, your visitors and other people for whom you are responsible. You will need to take the following steps:

■ before work starts, check that the equipment they said they would use is there and that agreed supervisory and

segregation arrangements are in place. Check training certificates;

■ during the work, use the agreed method of work to monitor the work as it progresses, by carrying out

regular checks. Are they using the work equipment and methods of work that they said they would? Are the

trained people on site? If not, ask why and ensure corrective action is taken;

■ after the work has finished, review their performance to see if everything went as planned, so you will have

confidence when choosing them for future work.

This is one of five ‘Height Aware’ campaign information sheets. The others in the series are:

Sheet 1: Work at height: The basics

Sheet 2: Selecting equipment for work at height

Sheet 4: Selecting, using and maintaining personal fall protection equipment

Sheet 5: Minor roof maintenance work: Protecting against falls

More information is available on the HSE website www.hse.gov.uk/falls and from HSE Infoline on 0845 345 0055.
